
Blaze Low Profile
Blaze Fire Rated Adjustable LED Downlight Warm White (3000K)
9W White

FIRE BLAJ2501WW

9W White

Quicklink: Q58A1

General

Colour White

Construction Die-cast Aluminium

Dimmable Yes

IP Rating IP64

Dimmable Yes

Dimensions

Cut Out 95mm (Diameter)

Depth 32mm

Diameter 110mm

Minimum Ceiling
Depth

40mm

Electrical

Maximum Wattage 9W

Power Factor 0.90

Voltage 240V

Light Characteristics

Beam Angle 30°

Colour Rendering
Index

90

Colour Temperature 3000K Warm White

Lumens 600 lm

Lumens Per Watt 67 lm/W

The Blaze Fire Rated Adjustable LED Downlight is an IP64 fire rated downlight. Suitable

for both domestic and commercial applications including bathroom usage, the Blaze LED

downlight comes in a white aluminium finish, and includes integrated 9W dimmable CREE

LED.

Key Features

•  Complies with October 2013 Part L regulations

•  Waterproof, double insulated, IP64 - Part P

•  Fully dimmable with most triac dimmers

•  CREE LED

•  Sound Proof Part E

•  We recommend a minimum ceiling depth of 40mm for tilting the fitting properly

•  Built-in driver
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